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FRIK Thermostat operating manual T220

Set : The mm. temperature value for the cooling type thermostat. The max. temperature value for
the heating type thermostat.

ITys :The desired temperature difference. A change between+1/+10 for the cooling type
thermostat. A value between -1/-10 for the heating type thermostat.

When the power supply is applied to the thermostat thermometer, TEC becomes displayed in
the cooling type device, TEH becomes displayed in the heating type device.
Thas symbol disappears approximately after 3 seconds and the medium temperature 1s displayed
mstead.

a :Setadjustment button.
b :Hys adjustment button
¢ decrement button

d :increment button

SET ADJUSTMENT

A :Setbuttonis pressed once. SP becomes displayed, after a particular tune SP disappears and
mstead the last adjusted value becomes displayed.

B :The desired value 1s obtained by the ncrement and decrement buttons. The adjusted value
starts to blink after a while, later on the normal temperature becomes displayed.

DIFFERENTIAL ADJUSTMENT :

A :Hys button s pressed once. dt becomes displayed, after a particular time dt disappears
and the last adjusted value is displayed instead..

B :The desired value is obtained by the increment and decrement buttons. The adjusted value
starts to blink after a while, later on the normal temperature becomes displayed.

*Voltmeter * Ammeter * Programmed Counter * Unprogrammed Counter * Tachometer
*TimeRelay *Thermometer *HeatControl *Solid State Relay * Digital Timer
* Frequencymeter * Optical Switch *Inductive Switch * Capacitive Switch






