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FRIK Thermostat operating manual T641

Set : The maximum value of temperature to go up for the heating type thermostat.

When the power supply is applied to the thermostat thermometer, ft1becomes displayed . This
symbol goes off after approximately 3 seconds. The condition (on or off) before the energy was cut
becomes displayed on the screen for a period of 1 second, after then the measured furnace
temperature becomes displayed.

‘on (operate) button.
-off (stop) button
‘decrement button
:mcrement button

SET ADTUSTMENT :

A :The desired value is obtained with the increment/decrement buttons. The adjusted value starts
to blink after a while, after then the normal temperature becomes displayed.

Floor Heater ON/OFF

When the on button is pressed, the floor heater starts to operate (On is displayed for a period of 1
second). If the desired temperature value has not been reached, the ignition relay becomes off and
the floor heater operates. If the off button 1s pressed (off 1s displayed for 1 second), the ignition relay
becomes off and the floor heater becomes stopped.

The cycling pump’s operation:

The cycling pump becomes off, when the furnace water temperature reaches the P onvalue stated
on the parameter mode and it provides the cycling in the honeycombs. If the furnace water
temperature falls to the value of P off (at the parameter adjustments) or below that value, the cycling

relay becomes off. The cycling relay becomes off for a period of 5 seconds i every 25 howrs, as lon
as the system has the energy (the floor heater may be on or off).

The L1 led indicates that the ignition output relay 1s on.

Note: Inthe case of the ignition break down, HO is displayed and the system stops.







